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Product Details 

 

Canada Tech Rent Inc. #4 - 2115 27th Avenue N.E., Calgary, Alberta, Canada T2E 7E4 Telephone: 888.645.8010 

Head Office Location 

Although care has been taken to ensure the accuracy of the information provided in this Product 
Specification, CTR is in no way liable for any errors, omissions or changes in specifications. 

Datavideo RMC-180 PTZ Camera 
Control Unit 

 

The Datavideo RMC-180 PTZ Camera Control Unit offers 
remote controlling of multiple camera options such as 
pan, tilt, zoom, iris, focus, gain and white balance. It 
supports up to 4 Datavideo PTC-150 cameras over a 
distance of more than 1000m via network cabling. The 
control unit is also compatible with SE-2000 and HS-
2000 HD switchers. Being compact in size (310 x 186.78 
x 79.49mm) and easy to install, the camera control unit 
is ideal for use in educational institutions, conferences, 
places of worship, and small or automated video 
studios. 

Using the joystick on the RMC-180, you can control the 
speed of the pan, tilt and zoom movements. Multiple 
presets for pan, tilt and zoom for each individual 
camera can also be stored. Information and settings of 
the cameras it controls is displayed on the LCD panel. 

 

 Offers remote controlling of multiple 

camera options such as pan, tilt, zoom, 

iris, focus, gain, and white balance 

 Can support up to 4 Datavideo PTC-150 

cameras over a distance of more than 

 1000m via network cabling 

 Compatible with SE-2000 and HS-2000 

HD switchers 

 Compact in size (310 x 186.78 x 79.49 

mm) and easy to install 

 Ideal for use in educational institutions, 

conferences, places of worship, and 

small or automated video studios 

 Joystick controls the speed of the pan, 

tilt, and zoom movements 

 Stores multiple presets for pan, tilt, and 

zoom for each individual camera 

 LCD panel displays information and 

settings of the cameras it is controlling 

Features 
 
 

Functions - Pan-Tilt-Zoom with speed 
control by large joystick 

- Variable speed of Pan and 
Tilt control 

- Four memory settings for 
each camera 

- Calibration of Iris, Focus, 
RB balance, NR and other 
functions 

- Compatible with 
Datavideo's switcher tally 
indicators 

- Full remote control of each 

camera via affordable 
network cabling, over a very 
long distance 

Dimensions 
(WxDxH) 

12.2 x 7.4 x 3.1" (310 x 187 x 

79mm) 

Weight 3.1 lbs (1.4kg) 

 

Specifications 

 


